Ludo Bunk Bed assembly instructions 
Tools required: Posi-drive screw driver 
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Unwrap and check all the parts before assembly. The bed fittings are packed with the footboards and the bunk connector rods are in the box with the ladder.
The Ludo beds are shipped with plain panels. Engraved panels (if ordered) are wrapped separately.

Stage 1 making the lower bunk.

Select the 2 headboards, 2 rails, and 12 dowels, 8 washers, 8 bolts and 8 cross dowels.
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Push the dowels into the top, middle and lower holes on the posts of the headboard, and slide the cross dowels into the holes in the inner face of the rails. 

Join one rail to one footboard, fit the washer to recess on the exterior side of the head- board, thread the bolt through and tightened on to the cross dowel using Allen key supplied. (Tip: the slot of the cross dowel should be horizontal)  

Repeat until the lower bunk is complete. 
Stage 2 fitting engraved panels (Ludo only) and bunk bed connector rods 
Remove bolts and washers on top cap of headboards and lift cap off completely; lift out plain panel and drop engraved panel into the slot. Replace top cap using the bunk bed connector rods instead of the bolts and washers. (Retain bolts for use if bunks are to split into single beds) 
Stage 3 Make up top bunk (2 people required) 
Essentially follow stage 1, using the foot boards, which have a hole drilled in the base of the post to accommodate the connector rods. (Remove any plastic feet before fitting using a pair of pliers). Support the rails until they have been secured at both ends!

At this stage fit the engraved panels as required, follow as per stage 2 using footboards. 
Stage 4 Safety Rails, slats and ladder 

The safety rails fit on the inner side of the bed rails and are secured with the screws provided in the same box. To comply with Standard EN 747 both rails must be fitted.

Make up the slats, plastic holder pushed over the ends, lugs facing down. The lugs locate in the predrilled holes on the rails. (Tip fit the rails to the top bunk first) 

Bolt the steel brackets on to the top of the ladder with the bolts provided in the ladder box. 
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Stage 5 Final Check 

Check that all the fittings have been tightened, and that the bunk is sturdy. It is important to periodically check these bolts for tightness.

Health and Safety and EN 747

The bunks beds have been designed to comply with above standard. 
In order to fully comply the top of top mattress should be at least 150 mm from the top of the guard rails 

We are obliged to provide the following advice:

‘Be aware of the danger of young children (under 6) falling from the upper bunk’

Care Instructions 

The lucky users of the bunks may wish to customise their bunks in ways not fully appreciated by their parents, some advice!

Stickers
Soak sticker with damp cloth and try to peel off as much paper as possible using the ball of your thumb (resist the finger nail). The residue should come off easily with a cloth soaked with white spirit, failing that try meths. 
Felt tip pen
Try damp cloth first, then meths, and or white spirit. In desperation use nail polish remover or dry cleaning fluid (such as ‘Dab it off’) Be very cautious with the last two solvents as they can dissolve the polished/painted surface.
Scratches
Ludo 


Polish with bees wax 

Milkshake

Call us for touch up paint (0207 737 7303)

On no account resort to sand paper or any abrasive cleaner such as Vim.







